
TILT
MODEL F’WD

IN OUT IN OUT
HOLDEN

Holden Kingswood
1972 – 1980
HQ-HJ-HX-HZ

Holden Commodore
1978 – 1985
VB-VC-VH-VK

Holden VL TBA TBA

1986 – 1988

Holden Commodore No No No No

Sedan and Utility
1988 – 1996
VN-VP-VR-VS

Holden Torana - - - - -

Sunbird
1974 – 1980
LH-LX-UC

Holden Rodeo TF Y No Y No

2WD or 4WD
7/1988 – 2002
Bucket seats only.

Holden Rodeo RA Y No Y No Yes

2WD or 4WD - 2003 Onwards  No 
arm

NB: To refit the original seat, the weld nuts that have been removed to fit 
Paratus seat must be reinstated/welded

 in position by a Paratus approved seat installer

No base frame
Minor rework to 

existing seat tracks. 
DRIVER & PASSENGER

NB: Cannot refit original side valance trim panel. Aftermarket Panels can 
be purchased.   REFER Price list for cost.

Existing Seat 
DRIVER ONLY

No base frame
Existing seat tracks

No base frame
Existing seat tracks

NB:  Vehicles with height adjuster only.

PARADRIVE SEAT – FITTING 
INFORMATION

BASE FRAME AND/OR ARM ARM
SEAT TRACK REQUIREMENT DRIVER PASS
DRIVER PASSENGER

Base frame.
Existing Seat 
tracks.

Base frame.
Existing Seat 
tracks.

NB: Must be installed by a Paratus approved seat installer

**REFER NOTE BELOW

Note: Tilt Forward can be fitted to models built 1999 on.

Base frame. Base frame.

Unable to fit Unable to fit

Buckets seats only. – Note vehicle must show N.A. Category on compliance 
plate – Top RH corner.

Existing Seat 
tracks.

Existing Seat 
tracks.

**REFER NOTE BELOW

No base frame
Minor rework to 

existing seat tracks. 

Base frame.

TBA TBA
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TILT
MODEL F’WD

IN OUT IN OUT

PARADRIVE SEAT – FITTING 
INFORMATION

BASE FRAME AND/OR ARM ARM
SEAT TRACK REQUIREMENT DRIVER PASS
DRIVER PASSENGER

Holden Rodeo RA T.B.A
2WD or 4WD
2003 Onwards
Fitted with bench seat

Holden Jackaroo Y No Y No Y

1980 – 1991

Holden Jackaroo Y No Y No Y

4 Door Wagon
May 1992 Onwards
(except SE & Montery)

SE & Monterey 08/94 Y No Y No Y

Onwards with Height
Adjuster on Driver’s
Side.

NB:

       Both Front seats must tilt in a two-door vehicle if the vehicle has Rear seats.

      **Installations NOT requiring a Base Frame cannot be transferred to a different vehicle without a Factory rework.  
(Inclusive of 60, 61 & 62 Series Passenger Seats).  Similarly, installations requiring a Base Frame cannot be transferred to a 

vehicle not requiring a Base Frame without a Factory rework.

No base frame No base frame
Existing seat tracks Existing seat tracks
NB:  Cannot refit upper valance trim panel.
Aftermarket Panels can be purchased.  Refer price list for cost

**REFER NOTE BELOW

Existing seat tracks
**REFER NOTE BELOW

No base frame No base frame

No base frame No base frame

Existing seat tracks Existing seat tracks
NB:  Cannot refit upper valance trim panel.
Aftermarket Panels can be purchased.  Refer price list for cost

**REFER NOTE BELOW

Existing seat tracks
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