
TILT
MODEL F’WD

IN OUT IN OUT

ISUZU - 1996  on NPR 200-300-400 No No - - No

LAND ROVER - - - - -
Land Rover 1980

Land Rover Discovery Y No Y No Y

1991 – 1995
2 Door & 4 Door

MAZDA

Mazda B2200 Diesel No No No No No

Mazda B2600 Petrol
Dualcabs 1982 - 1998
Bucket seats only.

Mazda Bravo No No No No Y

February 1999 Onwards
Bucket seats only.

MITSUBISHI No No No No No

Mitsubishi Triton MJ
8/1991 - 10/1996

Mitsubishi L300 Van 1994 - - - - -

Mitsubishi Pajero NJ Y No Y No Y

11/1993 – 10/1996

NISSAN  p.t.o.

PARADRIVE SEAT – FITTING 
INFORMATION

Unable to fit Unable to fit

No Base frame. No Base frame.

Base frame.

NB:  Cannot refit original side valance trim panls. Aftermarket panels

No Base frame. No Base frame.
Existing seat tracks. Existing seat tracks.

 can be purchased. Refer price list for cost.
**REFER NOTE BELOW

BASE FRAME AND/OR ARM ARM

Existing seat tracks.

Existing seat tracks.

Unable to fit

DRIVER & PASSENGER:

Existing seat tracks. (No testing done)

Paratus seat tracks. Paratus seat tracks.

No Base frame. No Base frame.

Base frame.
Existing seat tracks.

Existing seat tracks.

SEAT TRACK REQUIREMENT DRIVER PASS
DRIVER PASSENGER

belt anchorage.
Base frame with seat
belt anchorage.

Base frame. Unable to fit

**REFER NOTE BELOW

Base frame with seat

Existing seat tracks. Existing seat tracks.

**REFER NOTE BELOW

Unable to fit
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TILT
MODEL F’WD

IN OUT IN OUT

PARADRIVE SEAT – FITTING 
INFORMATION

BASE FRAME AND/OR ARM ARM
SEAT TRACK REQUIREMENT DRIVER PASS
DRIVER PASSENGER

NISSAN

Nissan Patrol MQ Y No Y No No

SWB
1980-1987

Nissan Patrol GQ No No No No No

-Y60 Wagon
LWB = Wagon
Bucket seats only.
1988-1997

Nissan Patrol GQ No No No No No

Cab Chassis- Y60
Bucket seats only.
1988-1993

Nissan Patrol GU No No No No No

Wagon.
1997- onwards 

Nissan Patrol GU No No No No Yes

Cab Chassis - Y61

Bucket seat 

Bucket & seat & ½

1997-onwards

Nissan Y No Y No No

Pathfinder / Navara
1/1980 - 5/1992

Nissan Navara Cab - - - - -

Chassis

Nissan Navara D40 Dual Cab No No No No Y

Unable to fit. Unable to fit.

Base frame with seat

Base frame -TBA Base frame -TBA
Existing seat tracks Existing seat tracks

Paratus seat tracks. Paratus seat tracks.

Purchase – Seat belt stalk (to suit Passenger bucket seat)  attach to  “Mounting 
assembly seat belt stalk. 

TBA TBA

Base frame with seat Base frame with seat
belt anchorage. belt anchorage.

Base frame with seat Base frame with seat
belt anchorage. belt anchorage.
Paratus seat tracks. Paratus seat tracks.

Existing seat tracks.

NB:  Must be installed by a Paratus approved seat installer

Base frame. Base frame

Note:  Paratus Tilt Forward seats cannot be fitted into this vehicle.
 If Paratus seats with double sided recliners are installed, the vehicle cannont

Existing seat tracks. Existing seat tracks.

carry or have the facility to carry, forward facing rear seat passengers

Base frame. Base frame.
Existing seat tracks. Existing seat tracks.

Base frame with seat

NB:  Must be installed by a Paratus approved seat installer

DRIVER & PASSENGER:

DRIVER & PASSENGER:
NB: Master Report not supplied.  Customer’s responsibility

 to obtain an individual engineering certificate for the installation

Base frame. Base frame.
Existing seat tracks.
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TILT
MODEL F’WD

IN OUT IN OUT

PARADRIVE SEAT – FITTING 
INFORMATION

BASE FRAME AND/OR ARM ARM
SEAT TRACK REQUIREMENT DRIVER PASS
DRIVER PASSENGER

2006 on

SUBARU

Subaru LX Liberty TBA No TBA No

1/1990 - 3/1994

SUZUKI

Suzuki Multix Softtop - 1992 - - - - -

Suzuki Might Boy  - 1986 - - - - -

NB:

       Both Front seats must tilt in a two-door vehicle if the vehicle has Rear seats.

New seat tracks must be obtained.

Unable to fit. Unable to fit.

Unable to fit. Unable to fit.

Rework to existing 
seat tracks.

DRIVER ONLY:
NB:  Unable to retain height adjuster.

NB:  Reworked seat tracks cannot be re-used to reinstate original seats.

NB:  Must be installed by a Paratus approved seat installer

Base frame.

belt anchorage. belt anchorage.
Paratus seat tracks.

      **Installations NOT requiring a Base Frame cannot be transferred to a different vehicle without a Factory rework.  (Inclusive of 
60, 61 & 62 Series Passenger Seats).  Similarly, installations requiring a Base Frame cannot be transferred to a vehicle not requiring 

a Base Frame without a Factory rework.

Paratus seat tracks.

      Cannot refit original side valance trim panel. Aftermarket Panels can be 
purchased.  Refer price list for costs.
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